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ENGLISH DEUTSCH FRANCAIS ITALIANO ESPANOL SVENSKA 



FEDERAL COMMUNICATIONS COMMISSION (FCC) 
Radio Frequency Interference Statement 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 1 5 of 
the FCC rules. These limits are designed to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communication. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference 
to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged 
to try to correct the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and the receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 

To assure continued FCC emission limit compliance, the user must use only the power supply cord and shielded 
interface cable provided when connecting to a host computer. Also, any unauthorized changes or modifications to this 
equipment may void the user's authority to operate the equipment. 

DEPARTMENT OF INDUSTRY CANADA (IC) 

This class B digital apparatus meets all requirements of the Candian Interference-Causing Equipment Regulations. 
Cet appareil numrique de la class B respecte toutes les exigences du Rglement sur le materiel brouiller du Canda. 



« 



CE certificate 

This device complies with the requirements of the EEC directive 89/336/EEC with regard to 
"E lectromagnetic compatibility". 
Sigle CE 

Cetappareil estconforme a la directive C.E.E. 89/336/CEE "Compatibilite electromagnetique" 
C E-Kennzeichnung 

Dieses Gerat erfullt die Anforderungen der EG-Richtlinie 89/336/EWG "E lektromagnetische 

Vertraglichkeit". 

Simbolo CE 

Questo apparecchio e conforme alia direttiva CEE 89/336/CEE inerente la "tollerabilita 

elettromagnetica". 

Signo CE 

Este aparato cumple con la norma CE 89/336/CEE "Compatibilidad electromagnetica". 
Tillverkarintyg 

Denna apparatuppfyller kraven av EG-riktlinjen 89/336/EWG "Elektromagnetisk avstdrning". 
Certificado CE 

Este dispositivo cumpre os requerimentos de EEC directiva 89/336/EEC com consideracao de 
Compabilidade Eletromagnetico 



Die in diesem Gerat erzeugten Rontgenstrahlen sind durch die eigensichere Kathodenstrahahlrohre 
ausreichend abgeschirmt. NachAnlage III der Rontgenverordnung. Maximale 
Beschleunigungspannung 27kV 
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ATTENTION : FOR YOUR SAFETY 



Immediately turn the power OFF should any indication of trouble occur - if smoke, 

smells or strange noises are being emitted from the monitor. 

Never remove the rear cover - there are lethal high voltage parts inside the monitor. 

Only qualified technicians should access the interior of the monitor. 

Do not allow anything to get inside the monitor - if fluids or other foreign objects 

enter the case accidentally, immediately turn the power OFF, unplug the power cord 

from the outlet and contact your dealer. Continuing to use the monitor may cause a fire, 

electrical shock or breakdown of the unit. 



PRECAUTIONS IN INSTALLATION 

• The power cord appliance coupler is considered the main disconnect device.The socket-outlet shall be installed near 
the equipment and shall be easily accessible. 

• Ensure adequate ventilation. Keep the ventilation holes in the cabinet unobstructed - do not place objects on or 
around the monitor, do not install it in a bookcase or cabinet, install it at least 10cm from a wall. 

• Shield the unit and its power cord from direct sunlight or heating appliances 

• Do not install the monitor in damp or dusty locations. Kitchens, factory work floors and so forth are places to be avoided. 

• Route the power cord and I/O cable so that they will not be walked over or become entangled with moving objects 

• Do not overload electrical outlets 
PRECAUTIONS IN USE 

• Never use the monitor if the power cord is damaged in any way. Do not place heavy or sharp objects on the cord. 
Protect the power cord from abrasion and solvents. 

• Magnetic fields generated from speakers, motors, transformers and other sources can distort the color or tear the 
image on the screen. Ensure no such sources are in the monitor's vicinity. 

• Other display units or televisions used in near proximity to this monitor can result in both interfering with each other's 
reception. Keep all units as far apart as possible 

• Be careful to avoid bumping, dropping or any physical shock, particularly while moving the monitor. 

CARE OF THE UNIT 

Use a clean, dry, cloth to clean the unit. If the monitor becomes dirty, use a well rung out cloth soaked in a neutral 
detergent to gently wipe itclean. Polishers, abrasive cleansers, chemical cloths are all to be avoided. Do notattemptto 
scratch off any foreign material - especially on the screen surface. 

TROUBLESHOOTING 



Problem 


Check 


No P icture 


The power cord is correctly connected 
The power switch is ON 
The signal cable is correctly connected 
The VGA card is properlv seated in its slot 


LE D on the monitor is not lit 


The power switch is ON 


Display image is too large, too small, not 
centered or distorted 


If the image needs adjusting : use the Image Adjustment controls 
to alter the picture to the desired settinq. 


Abnormal display color - fuzzy or blotchy 


If there is a magnetic field source nearby. If so, remove it. Degauss 
the monitor. 


Picture bounces or a wave pattern is 
present in the picture 


There are no electrical devices that may be causing electrical 
interference. 


Characters cannot be seen clearly. The 
imaqe is too liqhtortoo dark 


The BRIGHTNESS and CONTRAST are set correctly. 



Should the problem persist contact an authorized dealer- do notattemptto service the monitor yourself. 



DANGER 

Serious shock hazards exist inside this display. DO NOT remove covers under any circumstances. 
Connect only to a properly grounded electrical outlet. 



3 



File:UT09A26REV:A 991029 



FEATURES 



This high-resolution color display has been designed to be compatible with many standard graph- 
ics formats, including Video Graphics Array (VGA), Super VGA (SVGA) and Extended VGA 
(XGA). The key features are: 

• 19"[18" Viewable] C RT color display with resolutions up to 1600 X 1200 pixels 

• Digital controls and easy-to-use on screen display (OSD) adjustment interface 

• Comprehensive color management controls 

• Support for graphics cards with VESA-compatible DDCl/2B(Display Data Channel) interface for 
display-to-PC communications 

• Hard power on/off switch and support to VESA-compatible 4-stage power management systems 



INSTALLATION 





Connecting the signal cable 




Connecting the power cable (A orB) 



Connecting the power cable (A or B) 




Turning the power on 



USING OSD 



o 



J S B fflOQ 

am Rj©so 

H-SIZE/POSITION 



ami 

H-POSITlON 

on 




OPress the MENU button to 
bring up the OSD main-menu. 
©UsetheADJ USTMENT 
buttons to scroll around the 
icons and menus. ©Press the 
E NTE R button to activate the 
sub-menu. ©Use the ADJ UST- 
MENT buttons to set the 
selected function. ©Press the 
ENTER button to select the 
alternative function on the sub- 
menu, or ©Press the MENU 
button to return from a sub- 
menu to the main-menu. 
©Press the MENU button to 
leave OSD. Note: the OSD de- 
activates if no changes are 
made after 30 seconds. (Time- 
out is adjustable - see OSD 
TIME control) 
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OSD CONTROLS 



Contrast 



This control adjusts the contrast between the background (black level) and the foreground 
(white level) of the screen image. 



This control adjusts the background brightness of the screen image. 



Brightness 



m 

Color 

Adjustment 



9300 6500 5000 USER 

13 ^^Hl ZK 60 

g ■ ZJ 60 

B ll ZJ ZJ 60 

ENTER:USER-G 
MENU :EXIT 



Scroll to the RGB icon and press the ENTER button to activate 

the color adjustment sub-menu (see USING OSD). 

Use the ADJ USTMENT buttons to select a preferred default 

color temperature. To individually adjust the RG B values, select 

the USER icon. Use the ENTER button to select the color to be 

modified. Use the ADJ USTMENT button to change the color 

strength. 



Recall 



This control returns the monitor to factory settings. 



w 

Power save 
Video Input Level 



This control is to enable the monitor power saving function. 



There are two options of signal input level, 0.7V and 1.0V. Factory preset is 0.7V. 



Language 



Five OSD Language versions are available for selection-English, French, German, Italian and 
Spanish. Factory preset is English. 



CD 

Information 



OSD Position 



OSD Time 
Degauss 



This function is to show information about scanning frequencies of the input signal and video 
resolution as well as if the inputsignal is a preset mode. 



This function is to adjust the position of the OSD menu. 



This function is to adjustthe amountof time the OSD remains on the screen. 



This function is to degauss the monitor when suffering from environmental magnetic 
interference, causing screen color impurity. 



(*-$-*) Zoom 



OSD CONTROLS (Image Adjustment) 



O Horizontal Size r3 Horizontal Position 
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OSD CONTROLS (Image Adjustment) 



^Vertical Position (TT) Pin Cushion 



CT Pin-Balance 
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POWER MANAGEMENT 



When connected to a system with VESA compatible power 
management this display is capable of 4 different levels of power 
consumption: On, Standby, Suspend, and Off. P lease referto 
your host system's user manual for details of how your particular 
power managementsystem functions. 



Staqe 


LED 


Function 


Power Consumption 


ON 


Green 


Normal 


150W 


Standby 


Oranqe 


Blank Screen 


Reduced to <25W 


Suspend 


Oranqe 


Blank Screen 


Reduced to <5W 


Off 


Oranqe 


Bland Screen 


Reduced to <5W 



SPECIFICATIONS 



Specifications 




Resolution Modes 


640x480, 720x400, 800x600, 1024x768, 1280x1024, 1600x1200 


CRT Size 


19"(18"Viewable) 


Dot Pitch 


0.26mm 


Phosphor 


P22 


Transmission 


46% 


Bandwidth 


160MHz 


Active image: 

1) In PresetModes 

2) Maximum visible diagonal 


1) 360mm x270mm 

2) 457.2mm 


Horizontal Sync. 


30-95KHz 


Vertical Sync. 


50-150HZ 


InputRatings 


88-132VAC/180-264VAC 50/60Hz 


Environment 
(Operating) 


10^C (50SF)to40 e C (1042F)/0-90%Rh non-condensation 


Environment 
(Non-operating) 


-20 e C (-42F) to 62C (140 e F)/0-95%Rh non-condensation 


Dimensions 


450(T)x450(o)x460U)mm 


Weight 


22kgs 





PIN ASSIGNMENTS 



© © ® © ® / 
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W '"' © © © © © / W 



1 


Red video 


6 


Red return 


11 


Monitor 


2 


Green video 


7 


Green return 


12 


SDA (bi-dir) 


3 


Blue video 


8 


Blue return 


13 


Horizontal sync. 


4 


Monitor qround 


9 


No pin 


14 


Vertical sync. 


5 


No pin 


10 


Svnc return 


15 


SCL 




Recyclable 
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